
White LED Strip Dotless
120/M (36/ft) 

Use our Aluminum Profile “O2” to create sleek and slim DOTLESS lines 
of light. Aluminum Profile “O2” is our ultra-slim offering, providing even-
ly diffused lighting at just 0.40” wide. It can be surface mounted using 
clips, or recessed into grooves within cabinets and shelving. Aluminum 
Profile “O2” can ONLY accommodate LED strips that are 6mm (0.24”) 
wide. Choose one of our DOTLESS, high-density 5mm LED strips to 
achieve dot-free even lighting. The high-quality aluminum extrusion
extends the lifetime of your LED’s by dissipating heat. Aluminum Profile 
“O2” is conveniently stocked in 8ft lengths and is sold as a completed 
kit including one pair of endcaps, mounting clips, and one frosted lens.

     
• Slim and Sleek Mounted or recessed Aluminum Profile      

Design for DOTLESS LED Lighting.
• Maximizes Lifetime of LED strips by dissipating heat.
• Slim Profile allows for use in the most narrow applications.
• Fast and Easy Installation.
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PRODUCT OVERVIEW
Specifications  

Part#
Length
Width
Height
Lens Type
MAX Light
MAX Strip Size

ALUMO2-96
8ft (94” for free shipping*)
0.40” (10.2mm)
0.53” (13.5mm)
Frosted
3 Watts/ft (recommended)
0.24” (6mm)

Features

©

ALUMINUM PROFILE O2
ALUMO2

Dimensions

Dots

VHB Double Sided Tape Adhesive (All Purpose)

Mounting Options

Mounting Clips

Screw

Mounting Clip

Double Sided Tape Adhesive

0.40”

0.53”

Profile Closed Cross-Section

0.24”(6mm)


